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Body
Length

(nominal)

Body
Height

Body
Width

Compartment
Depth Floor Width

A782 A582 A682 40" 547

A782LP A682LP 36" 520

A782F A682F 37.25" 621

A782F40 A682F40 41.25" 648

A784 A584 A684 40" 558

A784LP A684LP 36" 531

A784F A684F 37.25" 633

A684F40 41.25" 660

A798 A598 A698 40" 630

A798LP A598LP A698LP 36" 600

A798F A598F A698F 37.25" 720

A798F40 A598F40 A698F40 41.25" 750

A798D41 A598D41 A698D41 40" 637

A698D41LP 36" 608

A798D41F A698D41F 37.25" 742

A798D54 A598D54 A698D54 40" 703

A698D54LP 36" 671

A798D54F A598D54F A698D54F 37.25" 808

A698D54F40 41.25" 836

A7110 A5110 A6110 40" 681

A7110LP A5110LP A6110LP 36" 649

A7110F A6110F 37.25" 780

A6110F40 41.25" 812

STANDARD ALUMINUM SERVICE BODIES
700 Series has 500 Series configuration
on curb side and 600 Series on street
side.

Model
700

Series

Model
500

Series

Model
600

Series
Net Price

Dimensions Net
Weight

(lbs)

99.25" 81.5" 16.25" 49"

40" CA, Single Wheel - 1999 or later Ford Extended or Crew Cab with pickup box removal only

83.25" 81.5" 16.25" 49"

42" CA, Single Wheel - 2001 or later GM Extended or Crew Cab with pickup box removal only

85.25" 81.5" 16.25" 49"

56" CA, Single Wheel - GM C/K series, Ford and Dodge chassis cab or pickup box removal

108" bodies on 56" CA chassis applications are not available.  Units are assembled and have prime paint exterior.
The standard mounting kits do not include the following:  Frame adapters required for Dodge 56" CA.
See Option Index for Service Bodies for these and other optional mounting kits.

Dual Wheel - Continued on next page.

99.25" 81.5" 20" 41.5"

56" CA, Dual Wheel - GM C/K series, Ford and Dodge with pickup box removal

99.25" 94" 20" 54"

60" CA, Single Wheel

109.25" 81.5" 16.25" 49"

Prices are FOB Quincy and subject
to change without notice.
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