LIGHTEST ON
THE ROAD.

ALUMINUM RUGBY ELIMINATOR LP

ATV R

LIGHT ON WEIGHT. HEAVY ON PERFORMANCE.
Aluminum Rugby Eliminator LP dump bodies are lighter than carbon steel and offer
impressive strength to weight ratio. So you can expect increased payload, improved fuel

efficiency and outstanding corrosion resistance.

When you consider the savings resulting from lower maintenance, tire and brake costs,

this dump body delivers exceptional value down the road.




THE LIGHTWEIGHT CHAMPION FOR ANY JOB.

Take on all challenges with the aluminum Eliminator LP
dump body. Features like lightweight fold-down sides for
easy access enhance productivity. And you can customize
your aluminum body with a wide range of performance
and appearance enhancing accessories.

Aluminum Eliminator LP rigid and fold-down side models
offer these options:

- Cabshields (1/4, 1/2) standard and tall

+ Standard interlaced understructure

- (Constructed of /8", 3/16" and 1/4” 5052 aluminum
+ Pockets for 6" side boards to increase load capacity

+ Long members constructed of 8” formed 1/4”
5052 aluminum

STANDARD FEATURES:
- 7,10, 12 ga construction

- Side design with fully boxed dirt-shedding top rail
and sloped bottom rail for improved self-cleaning

- Double-walled rigid sides with vertical braces
- Gingle-walled fold down sides with vertical braces
+ Pockets for 6” side boards increase load capacity

- Seamless ane-piece front body features triple-bend
top rails for long-term durability
+ Interlaced understructure
- Combination of 3” structural I-beam and
formed crossmembers interlaced through
8" formed long members

- Standard 1/4 cabshield with viewing window

+ Full height corner posts with rear surface sloped
aids in tailgate closing

- Tailgate features double-walled panel design with
fully boxed dirt-shedding top and bottom rails

- Standard 7 ga (0.190") floor

- Board pocket design aligns with cabshield and allows the
use of tapered side boards to increase capacity when
hauling lighter loads such as brush, firewood and mulch

Nate: While the addition of a taller side hoard allows for some additional capacity,
you must follow the maximum weight capacities of your body and hoist.
All specifications are subject to change without notice.

Rugby Manufacturing

Email: sales@rugbymfg.com

www.rughymfg.com

Rugby. ND - 701-776-5722 - Fax 701-776-6235

EASY SIDE ACCESS
Fold-down aluminum sides
are lightweight and simple to
operate, making loading and
unloading quick and easy.

~ ALUMINUM RIGID 2-3 YARD BODY

Body Length (inside) 93" mws”

Body Capacity B 2-3 yd? 2-3yd
Side Height i 12" 12"

Rear Height 18" 18"
Bady Weight ) ~813lb 915 lb

" ALUMINUM FOLD-DOWN SIDE 2-3 YARD BODY

Body Length (inside) 93" ms”
Body Capacity 2-3 yd® 23 yd®
Side Height - 12" 27
Rear Height ] 18" 18"
Body Weight ) 8301b 9351b

ALUMINUM RIGID 3-4 YARD BODY

Body Length (inside) _ g3 w3

Body Capacity 3-4 yd® 3-4 yd*
Side Height ) 7 o
Rear Height ) 23" 23"
Body Weight 867l 980l

* ALUMINUM FOLD-DOWN SIDE 3-4 YARD BODY

Body Length (inside) 93" m3"

Body Capacity 3-4 yd® B 3-4 yd®
Side Height 17" LA
Rear Height ) ' 23" 23"
Body Weight 8751b 985 lb
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